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K

KLUB

Adjust or replace
wires as needed

Adjust spider and
inspect parts.
Replace damaged
parts if needed

-q—No.

Inspect and adjust
halo ring

¢—No

Inspect spider for
broken or loose
parts. Fix or adjust
as needed

Inspect for worn or
damaged parts.
Replace or adjust as
needed

-—N

Turret wires
misadjusted

No

Turret
spider functions
properly

Yes

Halo Ring
functioning
properly

Yes

Spider latch
fails to relock

No

Snubber
functioning
properly

Yes

Pins
Seating properly in
the turret

Yes

Pins
dropping from to
far above deck
chutes

Yes

{

Inspect and correct
restricted drop
interlock. Adjust or
replace parts as
needed

Constant Moving
Deck Jams

Start

Pin gate
functioning
properly

Pins
dropping from
turret into full
deck

Yes

v

Check full
deck-moving deck
interlock for worn or
broken parts. Adjust
or replace as needed

Adjust interlock probe

-—Ye

Turret is
multiple indexing

Yes

index trip
lever functioning
properly

Yes

Interlock
probe engaging
torsion latch

No—p-

No

Scissors
opening
completely

No—p|

Inspect trip lever and
fix or adjust as
needed

Moving
Deck Fully
Retracting

Pins stuck in
deck chutes

Yes

Clean or replace bad
chutes as needed
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